Product groups

- Integrated solutions
  - Ethernet routers
  - Switches
  - Wireless systems
  - Wireless for home and office
- RouterBOARD
- Enclosures
- Interfaces
- Accessories
- Antennas
Ethernet routers

- **RB3011UiAS-RM** $179.00
  - 1U rackmount, 10x Gigabit Ethernet, USB 3.0, LCD, PoE out on port 10, 2x 1.4GHz CPU, 1GB RAM, RouterOS L5

- **CCR1009-8G-1S-1S+** $495.00
  - 1U rackmount, 8x Gigabit Ethernet, 1x SFP cage, 1x SFP+ cage, 9 cores x 1.2GHz CPU, 2GB RAM, LCD panel, Dual Power supplies, SmartCard slot, RouterOS L6

- **CCR1016-12S-1S+** $745.00
  - 1U rackmount, 12x SFP cage, 1x SFP+ cage, 16 cores x 1.2GHz CPU, 2GB RAM, LCD panel, Dual Power supplies, RouterOS L6
Switches

- **RB260GS $39.95**
  - 5x Gigabit Ethernet Smart Switch, SFP cage, plastic case, SwOS

- **CRS125-24G-1S-2HnD-IN $209.00**
  - 1U rackmount, 8x Gigabit Ethernet, 1xSFP cage, 1xSFP+ cage, 9 cores x 1.2GHz CPU, 2GB RAM, LCD panel, Dual Power supplies, SmartCard slot, RouterOS L6

- **CRS226-24G-2S+RM $299.00**
  - 24x Gigabit Ethernet Smart Switch, 2x SFP+ cages, LCD, 400MHz CPU, 64MB RAM, 1U rackmount case, RouterOS L5
Wireless systems

- **SXT Lite5** $59.00
  - 16dBi integrated CPE/Backbone, 5Ghz dual chain, 600MHz CPU
  - Cca 3km – 300Mbit – Max range cca 12km

- **SXT HG5 ac** $119.00
  - Dual chain 5GHz 802.11a/n/ac QCA9882, 128 MB RAM, 720 MHz CPU, 17 DBI antenna gain
  - Cca 8km – 300Mbit – Max range cca 20km

- **DynaDish 5** $179.00
  - Dual chain 5GHz 802.11a/n/ac QCA9882, 128MB RAM, 720 MHz CPU, 25dBi antenna gain
  - Cca 14km 866Mbit - Cca 45km – 300Mbit – Max range cca 130km
Wireless for home and office

- **hAP lite** $21.95
  - Small home AP with four ethernet ports and a colorful enclosure.

- **RB951Ui-2HnD** $59.95
  - 2.4GHz 1000mW AP with five Ethernet ports and PoE output on port 5. It has a 600MHz CPU, 128MB RAM and a USB port

- **hAP ac** $129.00
  - Dual concurrent triple Chain 2.4/5GHz AP, 802.11ac/a/n/b/g, Five Gigabit Ethernet ports, PoE-out on port 5, SFP, 3G USB for 3G/4G support or storage
RouterBOARD
Interfaces

- **S+85DLC03D** $59.00
  - SFP+ (10Gbit), 300m, Multi Mode

- **SFP+ 1m direct attach cable** $29.00
  - SFP+ direct attach cable, 1m

- **R11e-5HacT** $59.00
  - 5Ghz miniPCI-e, 802.11ac/a/n triple chain, 3x MMCX
Accessories

• quickMOUNT pro $9.50
  – Advanced wall mount adapter for small point to point and sector antennas

• RBGPOE $8.00
  – PoE injector, for Gigabit LAN products
Antennas

- **mANT30 $119.00**
  - Parabolic dish antenna for 5GHz, 30dBi gain

- **mANT 19s $99.00**
  - Dual-polarization 5GHz 19dBi 120 degree beamwidth antenna with two RP-SMA connectors
# RouterOS

<table>
<thead>
<tr>
<th>Level number</th>
<th>0 (Trial mode)</th>
<th>1 (Free Demo)</th>
<th>3 (WISP CPE)</th>
<th>4 (WISP)</th>
<th>5 (WISP)</th>
<th>6 (Controller)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Price</td>
<td>no key</td>
<td>registration required</td>
<td>volume only</td>
<td>$45</td>
<td>$95</td>
<td>$250</td>
</tr>
<tr>
<td>Initial Config Support</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>15 days</td>
<td>30 days</td>
<td>30 days</td>
</tr>
<tr>
<td>Wireless AP</td>
<td>24h trial</td>
<td>-</td>
<td>-</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
</tr>
<tr>
<td>Wireless Client and Bridge</td>
<td>24h trial</td>
<td>-</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
</tr>
<tr>
<td>RIP, OSPF, BGP protocols</td>
<td>24h trial</td>
<td>-</td>
<td>yes(*)</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
</tr>
<tr>
<td>EoIP tunnels</td>
<td>24h trial</td>
<td>1</td>
<td>unlimited</td>
<td>unlimited</td>
<td>unlimited</td>
<td>unlimited</td>
</tr>
<tr>
<td>PPPoE tunnels</td>
<td>24h trial</td>
<td>1</td>
<td>200</td>
<td>200</td>
<td>500</td>
<td>unlimited</td>
</tr>
<tr>
<td>PPTP tunnels</td>
<td>24h trial</td>
<td>1</td>
<td>200</td>
<td>200</td>
<td>500</td>
<td>unlimited</td>
</tr>
<tr>
<td>L2TP tunnels</td>
<td>24h trial</td>
<td>1</td>
<td>200</td>
<td>200</td>
<td>500</td>
<td>unlimited</td>
</tr>
<tr>
<td>OVPN tunnels</td>
<td>24h trial</td>
<td>1</td>
<td>200</td>
<td>unlimited</td>
<td>unlimited</td>
<td>unlimited</td>
</tr>
<tr>
<td>VLAN interfaces</td>
<td>24h trial</td>
<td>1</td>
<td>unlimited</td>
<td>unlimited</td>
<td>unlimited</td>
<td>unlimited</td>
</tr>
<tr>
<td>HotSpot active users</td>
<td>24h trial</td>
<td>1</td>
<td>1</td>
<td>200</td>
<td>500</td>
<td>unlimited</td>
</tr>
<tr>
<td>RADIUS client</td>
<td>24h trial</td>
<td>-</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
</tr>
<tr>
<td>Queues</td>
<td>24h trial</td>
<td>1</td>
<td>unlimited</td>
<td>unlimited</td>
<td>unlimited</td>
<td>unlimited</td>
</tr>
<tr>
<td>Web proxy</td>
<td>24h trial</td>
<td>-</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
<td>yes</td>
</tr>
<tr>
<td>User manager active sessions</td>
<td>24h trial</td>
<td>1</td>
<td>10</td>
<td>20</td>
<td>50</td>
<td>Unlimited</td>
</tr>
<tr>
<td>Number of KVM guests</td>
<td>none</td>
<td>1</td>
<td>Unlimited</td>
<td>Unlimited</td>
<td>Unlimited</td>
<td>Unlimited</td>
</tr>
</tbody>
</table>